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been inspected and tested as required 
by this part. 

§ 230.8 Definitions. 
As used in this part, the terms listed 

in this section have the following defi-
nitions: 

Administrator. The Administrator of 
the Federal Railroad Administration or 
the Administrator’s delegate. 

Alteration. Any change to the boiler 
which affects its pressure retention ca-
pability. Rating changes are considered 
alterations. 

ANSI. American National Standards 
Institute. 

API. American Petroleum Institute. 
ASME. American Society of Mechan-

ical Engineers. 
Boiler surfaces. The boiler interior is 

all the space inside a boiler occupied 
by water or steam under pressure, and 
all associated surfaces inside that 
space exposed to that water and steam. 
The boiler exterior is the opposite sur-
face of all components directly exposed 
to the boiler interior. This includes the 
fire side of the firebox sheets. 

Break. A fracture resulting in com-
plete separation into parts. 

Code of original construction. The 
manufacturer’s or industry code in ef-
fect when the boiler was constructed. If 
the exact code is not known, the clos-
est contemporary code may be used 
provided it does not pre-date the con-
struction date of the boiler. 

Crack. A fracture without complete 
separation into parts, except that cast-
ings with shrinkage cracks or hot tears 
that do not significantly diminish the 
strength of the member are not consid-
ered to be cracked. 

Dead locomotive. A locomotive unable 
to produce tractive effort. 

Fire. Anything that produces prod-
ucts of combustion that heat transfer-
ring components of the locomotive are 
exposed to. 

FRA. The Federal Railroad Adminis-
tration. 

Locomotive operator. Person or entity 
which operates, but which does not 
necessarily own, one or more steam lo-
comotives. This term means, for pur-
poses of inspection and maintenance 
responsibility, the entity responsible 
for the day-to-day operation of the 
steam locomotive, or the delegate 

thereof. This entity may be a railroad 
or a person or persons who operate a 
steam locomotive under contract for a 
railroad. 

Locomotive owner. Person or entity 
which owns, but which does not nec-
essarily operate, one or more steam lo-
comotives that is operated on a rail-
road to which this part applies. For 
purposes of inspection and mainte-
nance responsibility, this term in-
cludes that entity’s delegate as well. 

MAWP. Maximum allowable working 
pressure as specified by the steam loco-
motive specification FRA Form No. 4. 
(See appendix C of this part.) 

NBIC. National Board Inspection 
Code published by the National Board 
of Boiler and Pressure Vessel Inspec-
tors. 

NDE. Non-destructive Examination. 
NPS. Nominal Pipe Size. 
Person. An entity of any type covered 

under 1 U.S.C. 1, including but not lim-
ited to the following: a railroad; a man-
ager, supervisor, official, or other em-
ployee or agent of a railroad; any 
owner, manufacturer, lessor, or lessee 
of railroad equipment, track, or facili-
ties; any independent contractor pro-
viding goods or services to a railroad; 
and any employee of such owner, man-
ufacturer, lessor, lessee, or independent 
contractor. 

Railroad. Any form of non-highway 
ground transportation that runs on 
rails or electromagnetic guideways and 
any entity providing such transpor-
tation, including commuter or other 
short-haul railroad passenger service in 
a metropolitan or suburban area and 
commuter railroad service that was op-
erated by the Consolidated Rail Cor-
poration on January 1, 1979; and high 
speed ground transportation systems 
that connect metropolitan areas, with-
out regard to whether those systems 
use new technologies not associated 
with traditional railroads; but does not 
include rapid transit operations in an 
urban area that are not connected to 
the general railroad system of trans-
portation. 

Renewal. Replacement in kind with a 
newly manufactured or remanufac-
tured (restored to original tolerances) 
component. Materials shall be suitable 
for the service intended. 
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Repair. Any work which results in a 
restoration in kind. 

Serious injury. An injury that results 
in the amputation of any appendage, 
the loss of sight in an eye, the fracture 
of a bone, or the confinement in a hos-
pital for a period of more than 24 con-
secutive hours. 

Service day. Any calendar day that 
the boiler has steam pressure above at-
mospheric pressure with fire in the 
firebox. In the case of a fireless steam 
locomotive, any calendar day that the 
boiler has steam pressure above atmos-
pheric pressure. 

Stayed portion of the boiler. That por-
tion of the boiler designed to require 
support to retain internal pressure by 
the addition of strength members, such 
as staybolts, braces, diagonal stays, 
tubes, etc. 

Steam locomotive. A self-propelled unit 
of equipment powered by steam that is 
either designed or used for moving 
other equipment. This includes a self- 
propelled unit designed or used to 
carry freight and/or passenger traffic. 

Unstayed portion of the boiler. That 
portion of the boiler designed to be 
self-supported in retaining internal 
pressure without additional strength 
members such as staybolts, braces, di-
agonal stays, tubes, etc. 

Wastage. A reduction in the thickness 
of a mechanical component, such as a 
pipe or sheet. 

§ 230.9 Information collection. 

(a) [Reserved] 
(b) The information collection re-

quirements are found in the following 
sections: §§ 230.3, 230.12 through 230.21, 
230.33, 230.34, 230.41, 230.46, 230.47, 230.75, 
230.96, 230.98, and 230.116. 

§ 230.10 [Reserved] 

GENERAL INSPECTION REQUIREMENTS 

§ 230.11 Repair of non-complying con-
ditions. 

The steam locomotive owner and/or 
operator shall repair any steam loco-
motive that fails to comply with the 
conditions of this part, and shall ap-
prove any such repairs made, before 
placing the locomotive back into serv-
ice. 

§ 230.12 Movement of non-complying 
steam locomotives. 

(a) General limitations on movement. A 
steam locomotive with one or more 
non-complying conditions may be 
moved only as a lite steam locomotive 
or a steam locomotive in tow, except as 
provided in paragraph (b) of this sec-
tion. Cars essential to the movement of 
the steam locomotive and tender(s), in-
cluding tool cars and a bunk car, may 
accompany lite movements. 

(b) Conditions for movement. Prior to 
movement, the steam locomotive 
owner and/or operator shall determine 
that it is safe to move the locomotive, 
determine the maximum speed and 
other restrictions necessary for safely 
conducting the movement, and notify 
in writing the engineer in charge of the 
defective steam locomotive and, if 
towed, the engineer in charge of the 
towing locomotive consist, as well as 
all other crew members in the cabs, of 
the presence of the non-complying 
steam locomotive and the maximum 
speed and other movement restrictions. 
In addition, a tag bearing the words 
‘‘non-complying locomotive’’ shall be 
securely attached to each defective 
steam locomotive and shall contain the 
following information: 

(1) The steam locomotive number; 
(2) The name of the inspecting entity; 
(3) The inspection location and date; 
(4) The nature of the defect; 
(5) Movement restrictions, if any; 
(6) The destination; and 
(7) The signature of the person mak-

ing the determinations required by this 
paragraph (b). 

(c) Yard movements. A non-complying 
steam locomotive may be moved lite or 
dead within a yard at speeds not in ex-
cess of 10 miles per hour without meet-
ing the requirements of paragraph (b) 
of this section if the movement is sole-
ly for the purpose of repair. The loco-
motive owner and/or operator is re-
sponsible for ensuring that the move-
ment may be safely made. 

(d) Non-complying conditions developed 
en route. The locomotive owner and/or 
operator may continue in use a steam 
locomotive that develops a non-com-
plying condition en route until the 
next daily inspection or the nearest 
forward point where the repairs nec-
essary to bring it into compliance can 

VerDate Sep<11>2014 10:25 Jan 26, 2015 Jkt 232222 PO 00000 Frm 00579 Fmt 8010 Sfmt 8010 Q:\49\49V4.TXT 31


		Superintendent of Documents
	2015-02-24T11:42:34-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




